
If your spillway comes unassembled you will 
begin by bolting the sections together with the 
stainless bolts included. Before assembling the 
pieces apply a large bead of silicone caulk to 
one of the pieces (as shown). Slide the pieces 
together so the flat surfaces match up, use the 
stainless bolts and washers from one side and 
the nut with a built in star washer from the other 
side. Install all the bolts before tightening any 
of them.

Installation Instructions for 
Expandable Waterfall Spillways

A unique modular 
spillway system than 
can be built to fit your 
particular application. 
The system has three 
basic parts — a left end 
piece, a right end piece 
and an optional 16" 
center piece. The left 
and right ends can be 
bolted to each other to 
form an 18" waterfall or 
as many as needed of 
the 16" extensions can 
be installed between the ends. 

Straight spillways of 18", 34" and 50" come 
assembled (unless ordered as parts). If you 
are in need of a spillway over 50" wide or 
if you order a curved spillway it will come 
unassembled due to shipping concerns.

SPILLWAY ASSEMBLY:

The two long bolts are used on outside of the spillway 
on the bottom side of lip.

As you will see in later instructions, the spillway is designed to be installed 
inside the liner so even if a small leak occurs between the spillway pieces the 
water will not leak out of the liner.

SPILLWAY INSTALLATION:

Once the spillway is assembled, you are ready 
to begin installation. Before installing the liner or 
spillway in your stream or water fall area, you need 
to excavate the soil into the shape you want your 
stream to be. Try to make the stream wide in some 
spots, narrow in other areas and be sure to add 
some twists and turns. Streams that are all one 
width and straight are not realistic! Be sure the soil 
at the beginning of the stream where the spillway 
will sit is compacted well and level.
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SPILLWAY INSTALLATION:

Once you have sculpted the reservoir, stream and waterfall area carefully check for any rocks, roots or 
sharp objects in the soil. After ensuring the area is free from objects you can install the underlayment 
thru the reservoir and stream area. After installing the underlayment you can install the liner as well. 
Do not be concerned with a few wrinkles in the liner since the whole area will be filled in with rock and 
covered. Be sure to pull any extra liner towards the waterfall area.

If your spillway came assembled, remove the plastic grating from 
the top of the spillway. There are openings on both ends of the 
spillway for water to enter. You will need to decide which end is 
more convenient for your application. First you need to plug the 
opening you will not be using. Install the bulkhead fitting with the 
body and the rubber gasket on the inside of the tub. Tighten the 
plastic washer and the nut from the outside. Install pvc plug on 
the inside of the tub and tighten. If you are using a large spillway 
often times water will come in from both ends in which case you 
would not use the plug but rather install a pvc male adapter on the 
outside of the bulkhead.

On the incoming side you will need to hold the liner up to the end 
of the tub and mark where the bulkhead hole is. Cut a hole in the liner slightly smaller than the opening. 
Set the spillway tub in place and push the body of the bulkhead thru from the inside (be sure rubber 
gasket is in place inside the tub). Stretch the liner over the bulkhead and then install the washer and 
the nut. Tighten the nut snugly but do not overtighten. This will create a waterproof seal thru the liner.

Apply a small amount of silicone to the threads of the pvc male adapter and install the fitting into the 
outside of the bulkhead.

The above instructions provide you with a water tight penetration through the liner. There is also a 
way to connect the water pipe to the spillway without penetrating the liner. To do this you would install 
the bulkhead in the spillway and turn the male adapter into the bulkhead. Next install 90º elbow onto the 
male adapter. Glue your flex PVC pipe into the elbow. The liner then wraps up around the pipe and elbow 

up against the spillway box. The flexible PVC pipe then runs down the stream on 
the inside of the liner back to the pond. The hose will be hidden by the rocks used 
in the stream bed. Keep the hose tight along the edge of the stream where larger 
rocks are used, not in the middle where small gravel is used.

After completing the plumbing you can secure the liner around the spillway by back 
filling with dirt around the back and ends of the tub. The liner simply goes up the 
sides and back of the tub. When you backfill with dirt the liner will be held tight up 
against the tub. Stones can be set on the channel grating in the tub. This will help 
hide the tub from view and make your waterfall natural looking.

The spillway can be covered in rock to help hide it from view. Place 3" to 6" rocks on the plastic grating as 
desired to camouflage all plastic from view. This will help your installation look much more natural.

The liner covers the stream bed and goes 
thru the area where the spillway will set.

Photo shows bulkhead fitting and plug 
installed in the end of the spillway.

Bulkhead is thru liner, washer and nut are 
tightened and PVC adapter is installed.

The liner goes under the spillway and 
wraps up the back and ends.
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EasyPro Pond Products Limited Warranty
EasyPro Pond Products (“EasyPro”) warrants to the purchaser that this product ("Product") will be free from any mechanical or material defects for a period of five years from the date of purchase. This 
warranty only covers properly installed and maintained Products sold by authorized EasyPro Sellers who are subject to and follow EasyPro’s quality control standards. Please note that because EasyPro is 
unable to control the quality of Products sold by unauthorized sellers, unless otherwise prohibited by law, this warranty does not cover Products purchased from unauthorized sellers.
This warranty does not cover normal wear and tear, nor any deterioration suffered through overloading, improper use, negligence, improper installation, acts of God or accident. Similarly, any modification 
made by the purchaser to the Product will cause the warranty to be null and void. This warranty does not cover any cost associated with the installation or removal of the Product subject to a warranty 
claim.
All returned items will be inspected to determine cause of failure before a warranty claim is approved. The exclusive remedies provided hereunder shall, upon EasyPro’s inspection and option, be either 
repair or replacement of the Product or parts covered under this warranty.
Making a Claim: A Return Authorization (“RA”) number must first be obtained by calling EasyPro at 800-448-3873 or via email at warranty@easypro.com. It is the purchaser’s responsibility to pay the return shipping charges. Be sure to 
include the RA number, original receipt (in the form of an invoice or sales receipt), your name, your return address and your phone number inside of the package. No warranty claims will be honored without the original receipt that shows 
that your purchase was made from an Authorized EasyPro Seller. Ensure the product is properly packaged and insured for the replacement value. Damage due to improper packaging is the responsibility of the sender.

ALL OTHER EXPRESS OR IMPLIED WARRANTIES INCLUDING MERCHANTABILITY OF FITNESS FOR A PARTICULAR PURPOSE ARE HEREBY LIMITED IN DURATION TO THE DURATION OF THE WARRANTY AS DESCRIBED ABOVE. 
Some States do not allow limitations on how long an implied warranty lasts, so the above limitations may not apply to you. 
EasyPro shall not be held liable for any damages caused by defective components or materials of this Product; or for loss incurred because of the interruption of service; or any consequential/incidental damages and expenses arising from 
the production, sale, use or misuse of this Product. Some States do not allow the exclusion or limitation of incidental or consequential damages, so the above limitation or exclusion may not apply to you. EasyPro shall not be held liable for 
any loss of fish, plants or any other livestock as a result of any failure or defect of this Product. This warranty gives you specific legal rights, and you may also have other rights that vary from State to State.


