
Step 6
Insert the partition as shown.  If a single compartment duck house 
is desired, leave out the partition.

Step 7
Assemble the six triangle shaped pieces  of the top matching A-A, 
B-B, C-C, D-D, E-E, F-F.   Each joint should be fastened with 4, 1” 
bronze colored screws   A helper is good for this step.  One person 
to hold the pieces together while the other can put in the screws.

Step 8
Make sure all six pieces are fastened together before proceeding 
further.

Step 9
Position the top onto the sides of the duck house.  Visually level the 
top and then using a measuring tape accurately level the top, 
measuring from each corner of the top down to the platform.   All 6 
measurements should be the same.  Also, make sure the top is 
properly aligned with the sides.

Step 10
Fasten the top to the sides using the 3 1/2” silver screws  Make sure 
that the screws go through the joints of the top and into the corner 
post of the sides. 

Step 11
Align the ridge pieces to the top and fasten using the 2” silver 
colored screws    Each ridge piece will have 3 screws.



AQUADUCK ASSEMBLY INSTRUCTIONS

The Aquaduck duck house is assembled with screws which are all included.  All screws are in  one 
plastic bag.  Most of the screws are a square drive head.   Otherwise use a regular Phillips head 
screwdriver bit.  

Step 1
Remove the floating platform from the shipping box and position on 
a convenient height work platform.  Saw horses, picnic table, work 
bench work well.  Make sure that the flotation material is in place.   
Take note of the outline of the base of the duck house drawn on 
the platform.  

Step 2
Position the six sides of the duck house on the outline drawn on 
the platform.  Match the letters A-A, B-B, C-C, D-D, E-E, F-F.  
Fasten with the 2” silver  colored screws as illustrated in the 
picture.

Step 3
Align the duck house with the outline one the platform.  Make sure 
that the large black arrow points  are aligned.

Step 4
Position the cleats in the spots outlined on the platform.  Match the 
numbers. 1-1 and 2-2.  Fasten with 2” bronzed colored screws.

Step 5
Fasten the duck house to the platform by using the 31/2” silver 
screws  into the predrilled holes as indicated in picture.



Step 12
Attach the duck walks to the flotation platform using 2, 1 1/2” inch 
silver screws   Match the duck walks to platform 1-1 and 2-2.

Step 13
Position the metal cap onto the top, straighten and fasten with the 
6, 3/4”  silver screws 

ANCHORING THE AQUADUCK

The Aquaduck should be anchored using a 2 length of 3/8” nylon rope and an 2-8” concrete blocks.  
The length of rope will be determined by the depth of the water.   Tie one end of the rope to the eye 
bolt in the platform and then to the block.  Tie one end of another similar length of rope to the other 
eye bolt and the other end to another block.  Make sure that the rope is long enough so that the 
blocks will rest on the bottom of the pond without pulling on the rope.   If the rope is too short the 
weight of the block will cause the Aquaduck to be pulled too low in the water.
Position the Aquaduck in the desired location and lower the anchors into the water until they are on 
the bottom of the pond. 

If the Aquaduck is to be used for nesting, hay or straw should be placed in the house.


